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1 Overview

These are the release notes for IB Diagnostic Tools (IBDIAG), Rev 1.3.1. The IBDIAG package provides means for 
debugging the connectivity and status of InfiniBand (IB) devices in a fabric. The tools are intended to provide the fol-
lowing services:
• Discover the InfiniBand fabric connectivity, whether a subnet manager is running or not
• Identify links which drop packets and/or incur errors

Described in these release notes are:

• This “Overview” section which includes:
- “IBDIAG Package Contents” (page 3)
- “Supported Platforms and Operating Systems” (page 3)

• “Changes and New Features” (page 5)
• “Major Bug Fixes” (page 5)
• “Known Issues And Limitations” (page 6)

1.1 IBDIAG Package Contents

The IBDIAG package includes the following stand-alone tools:

• ibdiagnet - Discovers the entire network providing a listing of the following:
- All the nodes, ports and links in the fabric
- Link Forwarding Tables (LFT) dump file
- Multicast Forwarding Tables (MFT) dump file
- Fabric Subnet Managers (SMs) query file and a list of all the masked GUIDs found
- Values of all ports Performance Monitor (PM) counters

During the discovery process, packets are sent exhaustively, multiple times, across all the links in the fabric. This 
process reports links on which packets get dropped.

• ibdiagpath - Traces a path between two nodes, either by specifying the LIDs of the source and destination nodes, 
or by specifying a directed route. ibdiagpath provides information regarding the nodes and ports traversed. It uti-
lizes device specific “health” queries for the different devices along the path between the source and destination 
nodes.

1.2 Supported Platforms and Operating Systems
See Table 1 on page 4.
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The following table lists all supported platforms and operating systems by the tool package.

Table 1 - Supported Platforms and Operating Systems 

Architecture Operating System Kernel

X86

Red Hat Enterprise Linux AS 4.0 2.6.9-5.ELsmp

Red Hat Enterprise Linux AS 4.0 2.6.9-22.ELsmp

Red Hat Enterprise Linux AS 3.0 Update 4

Red Hat 9 2.4.20-8smp / 2.4.27

SuSE SLES 9.0 RC5 2.6.5-7.97-smp

SuSE SLES 9.0 SP3 Beta 2.6.5-7.243-smp

SuSE 9.3 Pro 2.6.11.4-20a-smp

SuSE 10 2.6.13-15-smp

Fedora Core 4 2.6.11-1.1369_FC4smp / 2.6.14.3

Windows XP 32-bit SP2

Windows 2003 32-bit

AMD64 (Opteron)

Red Hat Enterprise Linux AS 4.0 2.6.9-5.ELsmp

Red Hat Enterprise Linux AS 3.0 Update 4

SuSE 9.3 Pro 2.6.11.4-20a-smp

SuSE 9.3 Pro 2.6.11.11 / 2.6.12 (Kernel.org)

SuSE SLES 9.0 2.6.5-7.111.19-smp

Rocks 0.3.3 2.4.21-20.Elsmp

Fedora Core 3 2.6.9-1.667smp

Fedora Core 4 2.6.11-1.1369_FC4smp / 2.6.14.3

Windows XP 64-bit SP2

Windows 2003 64-bit

Intel EM64T

Red Hat Enterprise Linux AS 4.0 2.6.9-5.ELsmp

Red Hat Enterprise Linux AS 4.0 2.6.9-22.ELsmp

Red Hat Enterprise Linux AS 3.0 Update 4

Red Hat 9 2.4.20-8smp / 2.4.27

SuSE SLES 9.0 RC5 2.6.5-7.97-smp

SuSE SLES 9.0 SP3 Beta 2.6.5-7.243-smp

SuSE 9.3 Pro 2.6.11.4-20a-smp

SuSE 10 2.6.13-15-smp

Fedora Core 4 2.6.11-1.1369_FC4smp / 2.6.14.3
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2 Changes and New Features

• ibdiagnet now checks all fabric ports Performance Monitor (PM) counters and reports those with illegal values.
• Added the following options to ibdiagnet and ibdiagpath:

- Option ‘-pm’: Dumps all the ports PM counters that were read
- Option ‘-pc’: Resets all the ports PM counters that were read
- Options ‘-lw’: Sets the link width to be compared against all the fabric links
- Options ‘-ls’: Sets the link speed to be compared against all the fabric links

3 Major Bug Fixes

Table 2 - IB Debug Tools Known Issues And Limitations

Tool Name Issue/Limitation Description

ibdiagpath & 
ibdiagnet

IBDIAG tools cannot run from a host with 
more than one HCA card

Fixed in ibis.
Rev 1.3.1
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4 Known Issues And Limitations

Known issues and limitations of IBDIAG tools are described in the following table.

Table 3 - IB Debug Tools Known Issues And Limitations

Tool Name Issue/Limitation Description Impact

ibdiagpath

Running ibdiagpath without an initialized 
SM

If a subnet manager has not been initialized in the subnet, the FDB tables may 
not be correctly set. Thus PortCounter MADs cannot be sent. Also, LID-rout-
ing may fail as some nodes may have LIDs set to 0.

Using ibdiagpath with contradicting local 
ports to be used

If ibdiagpath is provided with the options -p and -d together, the first port in 
the direct route must be equal to the one specified in the “-p” option. Other-
wise, an error is reported.

A link along a LID-routed path in INIT 
state causes ibdiagpath performance que-
ries to fail

The performance query fails as the query cannot proceed on a non-ACTIVE 
link

ibdiagpath cannot validate the provided 
topology file against the existing fabric 
topology

If the topology file includes a device/link that does not exist, or the device/
link information is incorrect, then ibdiagpath may, in name-based routing, to 
extract a non-existing path based on the incorrect topology file.

If the hostname provided for the ‘-s’ flag is not the actual local hostname, 
then all the extracted names from the topology file will be incorrect. How-
ever, all the other information provided will be correct.

ibdiagnet &
ibdiagpath

The path environment variable must 
include the path to ibis

IBDIAG tools cannot be started if the path to ibis is not defined.
To define the path to ibis use one of the following commands:
export PATH=<path to ibis>:$PATH
setenv PATH <path to ibis>:$PATH

Option ‘-t’ requires that IBNL files exist on 
the local machine

IBDIAG tools cannot parse the topology file without the IBNL files. There-
fore, the fabric analysis will be conducted as if no topology file was provided.
Rev 1.3.1
Mellanox Technologies


	IB Diagnostic Tools (IBDIAG)
	1 Overview
	1.1 IBDIAG Package Contents
	1.2 Supported Platforms and Operating Systems

	2 Changes and New Features
	3 Major Bug Fixes
	4 Known Issues And Limitations



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


