











Ports

Height

Switching Capacity
Performance
Management
Management Ports
Installation Kit
FRUs

PSU Redundancy

Fan Redundancy

Ports

Height

Switching Capacity
Spine Modules
Leaf Module (Max)

E

185022
8
1U (half width)
640Gb/s
Non-blocking
Unmanaged
None
Yes
None
No

Yes

1S5100
108
6U
8.64Tb/s
g
6

: [ ——— W ———

185023 185024
18 36
1U 1U
1.44Tb/s 2.88Tb/s
Non-blocking Non-blocking
Unmanaged Unmanaged
None None
Yes Yes
None None
No No
Yes Yes
DIRECTOR SWITCHES
185200 185300
216 324
u 16U
17.28Tb/s 25.9Tb/s
6 9
12 18

Redundant Management modules
Redundant Management ports
Redundant and Hot-Swap Fans and Power Supplies
Common FRUs
Rack Installation Kit
Subnet Manager Up To 2000 Nodes

EDGE SWITCHES
185025
36
U
2.88Tb/s
Non-blocking
Unmanaged
None
Yes
PS and Fans
Optional
Yes

1S5600
648
29U
51.8Tb/s
18
36

185030

36
U
2.88Tb/s
Non-blocking
Managed 108 Nodes
1
Yes
PS and Fans
Optional
Yes

185100

185200

185031

18 > 36
1
1.44Th/s
Non-blocking
Managed 108 Nodes
1
Yes
PS and Fans
Optional

Yes

185300

185035
36
U
2.88Tb/s
Non-blocking
Managed 2000 Nodes
2
Yes
PS and Fans
Optional

Yes

185600



FEATURE SUMMARY

— 40Gb/s per port

Full bisectional bandwidth to all ports
IBTA 1.2 compliant

— QSFP connectors supporting passive and active cables

Redundant auto-sensing 110/220VAC power supplies
Hot-swappable fan trays

MANAGEMENT

Comprehensive fabric management

Secure, remote configuration and management
Performance/provisioning manager

Quality of Service based on traffic type and service
levels

Cluster diagnostics tools for single node, peer-to-peer
and network verification

Switch chassis management

Error, event and status notifications
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COMPLIANCE

SAFETY

— USA/Canada: cTUVus

— EU: IEC60950

— International: CB Scheme

EMC (EMISSIONS)

— USA: FCC, Class A

— Canada: ICES, Class A

— EU: EN55022, Class A

— EU: EN55024, Class A

— EU: EN61000-3-2, Class A
— EU: EN61000-3-3, Class A
— Japan: VCCI, Class A

ENVIRONMENTAL

— EU: IEC 60068-2-64: Random Vibration
— EU: IEC 60068-2-29: Shocks, Type | /I
— EU: IEC 60068-2-32: Fall Test

OPERATING CONDITIONS
— Operating 0°C to 45°C, Non Operating -40°C to 70°C
— Humidity: Operating 5% to 95%,
Non Operating 5% to 95%
— Altitude: Operating -60 to 2000m,
Non Operating -60 to 2000m
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